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RELIABILITY HP-PRINTER QUALITY EASY HANDLING

This system, using original HP ink cartridges , combines highest reliability with no maintenance
costs and meets even the highest demands for print quality.

Water based HP original ink ! No solvent !
The user-friendly Windows interface allows easy and comfortable system operation

Up-front procurement costs are particularly low, as no moveable parts such as pumps or
stems are necessary for operation.

Direct addressing on brochures and newspapers:
- Addresses — text — code (EAN, Data Matrix), conse cutive numbers — graphics —

time and data functions
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APPLICATION

Appllcatlon options direct on the production line:
As 4-head system with a maximum printing width of 50.8 mm per imprint or
4 single heads with a maximum printing width of 12.7mm per print head.
2 double heads with a printing width of 25.4mm per imprint
8-print heads with print width of 101.6mm

allows for free combination and sequence of print heads, and the system can be
expanded at any later time to a maximum of 8 print heads.
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BIG-JET MAIL TECHNICAL DATA NEW: UP TO 8 PRINT HEADS!

Print head: 1 up to 8 print heads, max. 101.6mm
in individual position or fixed together

Speed up to 120m/min.

Resolution: up to 600 dpi

Length : up to 1000 mm

Layouts: Output of large layouts extending across multiple print heads

Hardware: Stainless steel construction incl. 1 print head
10.4“ color display, Keyboard with Touchpad, 3 meter connecting cablel
(print head - controller) Software BigwWin 3000, Windows XP,
network connector

Coding: different font, (even cyrillic, arabic...) text, continous numbering, codes (Data
Matrix), different time and data functions, Ink management, external signals,
alarm

Connection: High speed data transfer by Ethernet, TCP/IP protocol
Serial datatransfer RS 232, 422

Currency: 230V / 3.5A /50/60 HZ

Measurement: Control Unit: Tx B xH 340x340x410 mm

Printhead: TxBxH 130x 30x130 mm
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corresponds technically to the System. By his
modular construction he can easily and very flexibly get integrated into a complex installation, like
sorting installations or inserting lines. Remote access of the printer is possible by the existing
main screen of the production line controller with adapted BigwWin Remote Programm. Besides
that it is always possible to connect an external screen and a keyboard aswell.

Hardware Modules:

Controller in a high-grade steel case, connected with a standard industry PC without screen or
keyboard, including BigWin Mail Software.

EXTERNAL MEASUREMENTS . The details see themselves as judging mass and are +/- 1 cm.

| 30cm | 20cm
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OPTIONAL HARDWARE MODULE TO

Print heads

Cable extension:
Encoder:

Ink alarm signal

Speed control

Bulk Ink Supplies

Expansion up to max. 4 print heads with various possibilities of
composition

6 — 8 meter
to syncronize the imprint

potential free signal

to operate external modules like label dispensers or turnstile, etc.

different ink qualities and colors

OPTIONALE SOFTWARE MODULE TO

Data transmission software module BW Remote / BW Pipe

2D Bar Code

2D Hex Code of German Post

individual Software Module

flexible and customized applications

FRANCIS BUHLER AG

Original HP cartridges for perfect print quality.

Different colors and qualities regarding print media.
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